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Alimentatori Join / Join power supplies

KD2520
9-12-13,5-15 Vcc 1500 mA Max
18-20 Vcc 1200 mA Max
24 Vcc 1000 mA Max

Alimentatori switching regolabile stabilizzato
Ac/Dc adjustable switching power supply

Dati tecnici

Ingresso 100-240 Vcc 50/60Hz
Uscita 9-12-13,5-15 Vcc 1500mA

18-20 Vcc 1200mA
24 Vcc 1000mA

Livello efficienza V - EuP2 compatibile
Con 6 connettori intercambiabili

Technical data

Input 100-240 Vac 50/60Hz
Output 9-12-13,5-15 Vdc 1500mA

18-20 Vdc 1200mA
24 Vdc 1000mA

Level efficiency V - EuP2 compliance
With 6 interchangeable plugs

Connettori / Connectors :

Regolabile/Adjustable   9-24 V

Ø 5,50-2,50mm

Ø 5,50-2,10mm

Ø 3,50-1,35mm

Ø 5,50-1,50mm

Ø 3,50mm

Ø 2,50mm
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KD3520 72W
9,5-12-16-18,5-19-20 Vcc 3350 mA Max
24 Vcc 2800 mA Max

Alimentatori switching regolabile stabilizzato
Ac/Dc adjustable switching power supply

Dati tecnici

Ingresso 100-240 Vca 50/60Hz
Uscita 9,5-12-16-18,5-19-20 Vcc 3350

24 Vcc 2800 mA Max
5 Vcc - 1000mA tot. (2 porte USB) 

Livello efficienza V - EuP2 compatibile
Completo di 9 spinotti intercambiabili

Technical data

Input 100-240 Vsc 50/60Hz
Output 15-16-18-19-20 Vdc 3500mA

22-24Vdc 2900mA
5 Vdc - 1000mA total (2 ports USB)

Level efficiency V - EuP2 compliance
With 9 interchangeable plugs

Connettori / Connectors :

Computer

Ø 5,5-2,5mm

Ø 5,5-3,4mm

Ø 5,5-2,5mm

Ø 4,75-1,75mm

Ø 5,0-2,5mm

Ø 5,5-2,1mm

Ø 7,4-5,1mm

Ø 6,5-4,3mm

Ø 6,5-1,0mm
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