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Acoustic

Mechanical

JB01775-BWW

Applications

• High-quality 24bit/48kHz audio for 
laptops / most USB-C devices

• Omnidirectional and directional 
recording patterns

• Built-in volume, mute, gain controls. 
Includes headphone port

Overview

Wavo POD is JOBY’s large-diaphragm, USB condenser microphone for audio streamers.  
The mic is designed for the everyday podcaster or game streamer, featuring the versatility of 
both cardioid and omnidirectional pickup patterns with 24bit/48kHz high-res sampling rates. 

Capsule Type Condenser Electret

Polar Pattern Cardioid, 
Omnidirectional

Frequency Response 20Hz - 20kHz

Maximum SPL 110 dB

Sensitivity -36 dB (0dB=1V/Pa, 
1kHz 1Pa)

Signal to Noise Ratio 80 dB

Gain Adjustment 0~42 dB

Output Impedance
16 Ohm  
(headphones 
amplifier)

Output Connection USB Type-C, 3.5mm 
headphones jack

Powered By Powered by  
laptop/computer

Dimensions 10 x 10 x 24 cm

Weight 0.717 kg

Mounting Method
1/4’’, 3/8” universal 
mount, 5/8’ universal 
mount

Material Polycarbonate PC,  
ABS Plastic

Specifications

• Pop filter accessory included 
for clean broadcast voice

• Designed to work seamlessly with 
existing JOBY supports / mounts

Frequency Response & Polar Patterns
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In the Box

• 1x Wavo POD 
• 1x USB-A to USB-A charging cable 
• 1x USB-A to USB-C charging cable 
• 1x Pop Filter 

Accessories

• Wavo POD Pop Filter (JB01800-BWW) 


