Computer cases

Technical specification - M-ATX 1400MI

Dimension (case with stand / hxwxd) .
Dimension (cage  hawxa):
Dimension (retail / hxwxd) .
Welg ht (productioverall).

Power supply integrated:
Power supply form factor:
Case type:

Motherboard widn up to 244 mm);
Drive bays 5,25" external:
Drive bays 3,5" external:
3,5" HDD internal:

2.5" HDD/SSD internal:
Mounting options:

PCI slots iow prefile (overalliscrewable) -
Case fans (overalllincluded).

323 x 125 x 400 mm
300 x 96 x 390 mm
335 x 130 x 435 mm
3,00/ 3,56 kg
LC300SFX V3.21
SFX
Micro-ATX-Tower
Micro-ATX, Mini-ITX
1

1

1

1x2,5" + 1x 3,5"

4/0

1/0- Top: 1x 80 mm

M-ATX 1400MI

Experience the Micro-ATX case 1400MI from
LC-Power! The case offers you a lot of

features and a great variety of system
configurations for Micro ATX and Mini ITX systems!

Features:

- I/O-Panel with: 1x USB-A (3.2 Gen. 1x1),
1x USB-A (2.0),
HD Audio
- up to two hard disk drives” mountable
- one 80 mm fan" mountable
- incl. stand for vertical operation
- incl. SFX PSULC300SFX V3.21 (300 W)
1x PCI-E 6 pin, 4x SATA, 2x PATA, 1x FDD,
1x 20+4 pin, 1x 4 pin 12V, 80 mm fan

* (HDDs/SSDs and fan optionally available)

Graphic cards up to:
CPU cooler up to:

Compatible with LiCo:

Audio port:

USB-C (Gen. 3.2 1x1).
USB-A (Gen. 3.2 1x1).
USB-A (2.0

Card reader:
Material:

Mark of conformity:
Case colour:

Front panel colour:
Barcode:
Manufacturer code:

245 mm length qow profie)
75 mm total height

HD Audio

1

1

metal, plastic

CE

black

black / mirror finish
4260070128844
LC-1400MI-300SFX

www.lc-power.com




